REFLECTING COLT TRADITION OF 

COITEER 

.22 AUTOLOADER 

From its true Western slock with classic straight lines, io ils 
hooded Gold Bead front sight, this carbine combines old and 
new into a truly fine Firearm, deserving of the famous Colt v 
trademark. Its modern, autoloading action gives you the 
ultimate in a lightweight, easy-handlin 1 automatic for small 
game, varmints or just plain plinking. Has American walnut 
stock and fore-end. Barrel band on fore-end adds lo its sporty 
look. Western style open rea r sight adjustable for elevation and 
windage. Positive crossbolt safety. Weighs just 4J4 pounds. 
Over-all length is 37*, Receiver is grooved for "lipoff" scope 
mounting. Tubular magazine holds 15 12 Long Rifles, Regular 
or High Speed. Here's a rifle you'll be proud to own. Made in 
Hartford, Conn, by Colt craftsmen. 



FINE CRAFTSMANSHIP SINCE 1836 




GENERAL OPERATING INSTRUCTIONS 

Ammunition-Shoots all 12 long rifle ammunition, regular or 
hi-speed, 

Safety-The Safety button (4Q) is located at the rear of the 
trigger guard (SO). Slide Safety button from left to right to loch in 
"safe" position. Slide Safely button from right to (eft for "fire" 
position. When Safety button is in "fire" position, a band of red 
appears on the button, indicating the rifle is ready Lo fire. 



OPERATION 

To Load-Grasp magazine cap (30) and (urn counterclockwise to 
release. Withdraw inner magazine tube from outer magazine tube 
until the reading port in outer magazine tube is open. Load from 
one to 15 cartridges in loading port, then push inner magazine 
tube back into position and lock. 

Chamber may now be loaded by pulling cocking Jrandfe (39) 
to its extreme rear position and allowing it to go forward to 
closed position. After loading chamber, one more cartridge may 
be fed into the magazine for full fire load of 16 shots. 

The gun may now be fired by pulling the trigger. Only one shot 
will Fire with each pull of the trigger. Trigger must be released 
and pulled again for each additional shot. 

ALWAYS keep Rifle on Safe until you are ready to fire it. 
To Unload— Put Rifle on "Safe", Remove inner magazine tube 
and point muzzle down so that cartridges will slide out of mag- 
azine tube. Retract bolt to extract round in chamber. Check 
magazine throat before closing bolt to make sure there is not an 
additional cartridge in position to feed into chamber. 

Replace inner magazine tube, then open and close the bolt 
several times while looking in the ejection port to make sure 
there are no cartridges in the magazine, and that the chamber is 
empty. 



Always treat the rifle as if it were loaded, even when you are 
sura it is empty. 

To Disassemble— Check rifle to make sure it is not loaded. 
Remove inner magazine tube (32). Remove forearm screw (16) 
and barrel band screw (35). Slide barrel band off forearm (15). 
Remove forearm. Drive out pin (61). Pull back cocking handle 
to extreme rear. With bolt in this position, trigger guard assembly 
can be removed by pulling out just forward of the trigger guard. 
Boll can then be removed by puMing back slightly on the cocking 
handle and pulling bolt out thru bottom of receiver. Bolt spring 
assembly (39) may now be removed easily. To function properly, 
moving parts should be kept clean and free of powder residue and 
oiled very lightly. 

We da not recommend disassembly beyond Ihis poinl, except 
by qualified persons or gunsmiths. 

Do not pull trigger while trigger guard is removed from rifle 
as this puts undue strain on hammer and hammer slop pin. 

Reassemble rifle by reversing the above procedure. 

Sighting- Your rifle has been sighted at ihe factory to nit point 
of aim at 50 yards. We recommend that you sight-in your rifle per- 
sonally to compensate for a possible difference in sighting vision. 
The rear sight is adjustable for both windage and elevation. 





SIGHTS - Western style open rear sight adjustable 
for elevation and windage, hooded gold bead front 
gsight. Receiver grooved for "tip-off scope mounting. 



BARREL BAND - on fore-end adds to rifle's 
sporty look. 




Hi 



[Hooded Gold Bead Sight. Tubular Magazine holds 
: 15 rounds. 




| View of automatic repeating mechanism, open rear 
: sight and safety. 



To disassemble the Colteer .22 beyond the point described 
under "General Operating Instructions," the rifle should 
be brought to a qualified gunsmith, as would be done with 
any fine firearm. 

Under terms of Warranty, Colt responsibility to the owner 
is limited to the extent that such disassembly be performed 
only by Colt Custom Repair Department. 




Reference numbers are for illustration purposes only. 
Use part numbers when ordering parts. 
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FOR THE FINEST IN SHOOTING EQUIPMENT- (oLT Since 1836 




STAGECOACH .22 AUTOLOADER 
This rifle is styled after the heavier caliber carbines 
of the old west. Behind this picturesque styling is the newest 
semi-automatic repeating mechanism modern technology has 
produced. Other features include western style open rear sight, 
black walnut stock and Tore end, saddle ring and roll engraved 
frame- A fast rugged, accurate .22, every inch the outdoors- 
man's rifle. 




COURIER AUTOLOADING RIFLE 
.22 Long Rifle, Regular or High Speed, Ihe shoot- 
ing comfort or a pistol grip type stock aid streamlined 
appearance of a tapered, hand-filling fore erd . . . bcth of 
solid walnut, combine to deliver a thoroughly modern .22 
autoloader of exceptional reliability. Lightweight . . . AVa 
pounds. Receiver dovetail grooved for tip-off scope mount. 
Shoots .22 long rifle, standard or high velocity ammo. 
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